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Serve-Over
Bedientheke

Features

* Serve Over Cabinet without side walls

* Plexiglas night blind

* Base with doors

* Interior lighting

« Electronic controller with display

* Ventilated cooling

« Service-side stainless steel work surface

* Electronic defrost and automatic condensate evaporation
« Lifting glass lid with gas spring for front-side loading
« Stainless steel display

GRACIA LDG 04

Further RAL colors (optional):

9003 7004 7016 1023 3000 5010 6029

*Productpicture may contain options.
*Produktabbildung kann Sonderausstattungen enthalten.
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Merkmale

» Bedientheke anreihbar (Ecken maoglich)

» Nachtabdeckung aus Plexiglas

* Unterbau mit Turen

* Innenbeleuchtung

« Elektronische Steuerung mit Display

* Umluftkiihlung

« Bedienerseitige Edelstahlanrichte

* Elektr. Abtauung und autom. Tauwasserverdunstung
» Hebeglasscheibe mit Gasdruckfeder zur Frontbeschickung =
« Edelstahlauslage
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Weitere RAL-Farben (optional)

9003 7004 7016

* Seitenteile 40 mm

1023 3000 5010 6029

1090

1165

LDG 04-1,25 U

LDG 04-1,875 U

LDG 04-2,50 U

LDG 04-3,75 U

Outer dimensions (W x D x H) " \ . "
AuRenmaBe (B x T x H) [mm] (1250 + 2x 40*) x 1165 x 1235 (1875 + 2x 40*) x 1165 x 1235 | (2500 + 2x 40*) x 1165 x 1235 | (3750 + 2x 40*) x 1165 x 1235
Volume

Nutzinhalt L 112 168 225 337

Power rating

Nennleistung W 487 780 1011 1531

Weight

e [ka] 210 225 360 432
Presentation area m2 092 s 183 -
Auslageflache ! { ' A

Temperature Conditions
Temperaturbereich

3 M1 (-1°C/+5°C) / 3 M2 (+2°C [ +4°C)

Subject to technical modification and typographical errors / Technische Anderungen und Satzfehler vorbehalten.

3=25°C/60%
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Technical Details / Technische Daten

LDG-...-04

LDG 04-1,25 U LDG 04-1,875 U LDG 04-2,50 U LDG 04-3,75 U
Egmgizzg: Tecumseh AE9415ZS Tecumseh AE9430ZXC | Tecumseh AE9440ZXC Cubigel MX21TB
Temperature control
Temperaturregelung Carel PIEZY
Evaporator Finned Evaporator
Verdampfer Lamellenverdampfer
Condensor Finned Condensor
Kondensator Lamellenkondensator
Evaporator fan Sunon DP201AT
Verdampferlifter
Condensor fan
Kondensatorliifter Fanco YZF 16-25
Refrigerant (type / qty.)
Kaltemittel (Art / Menge) R404A 0,550 kg R404A 1,200 kg R404A 1,200 kg R404A 1,700 kg
Voltage 230V /50 Hz
Spannung
Power consumption
Energieaufnahme 449 W 736 W 935 W 1.417 W
Energy consumption 6,46 kwh/d 10,39 kWh/d 13,26 kWh/d 20,11 kwh/d
Energieverbrauch
Ampere 3,09A 478 A 5,98 A 7,35 A
Stromstéarke
Insulation material Polyurethane
Isoliermaterial PU-Schaum
Foaming agent Cyclopenthane
Schaumtriebmittel Cyclopenthan
Insulation thickness 40 mm
Isolationsstarke
Outer casing Powdercoated steel, Glass, Plastic
AuRengehduse Pulverbeschichtetes Stahlblech, Glas, Kunststoff
Outside back Powdercoated steel, Glass, Plastic
Gerateruckseite (auBen) Pulverbeschichtetes Stahlblech, Glas, Kunststoff
Innerliner Powdercoated steel, Glass, Plastic
Innenbehélter Pulverbeschichtetes Stahlblech, Glas, Kunststoff
Door na
Tlre .a.
Adjustable feet
Hohenverstellbare Ful3e 4 6 e 8
Wheels "
Rollen -
Lightning vertical na ) na ) na ) na )
Senkrechte Beleuchtung o o o -
Lightning horizontal 2x 21W TS 4x 14W T5 4x 21W T5 6x 21W T5
Waagerechte Beleuchtung
Number of shelves nel
Anzahl der Fachbdden N
Min. shelf distance na
Minimaler Fachbodenabstand "
Shelf size (WxD) na

Fachbodengréf3e (BxT)

Bottom layer (WxD)
Bodenauslage (BxT)

1248 x 900 mm

1872 x 900 mm 2496 x 900 mm

3744 x 900 mm

Packing dimensions (W x D x H)
VerpackungsmaBe (B x T x H)

1510 x 1220 x 1200 mm

2030 x 1220 x 1200 mm 2760 x 1220 x 1200 mm

3750 x 1220 x 1200 mm

Unit dimensions (W x D x H)
Innenabmessung (B x T x H)

1248 x 900 x 140 mm

1872 x 900 x 140 mm 2496 x 900 x 140 mm

3744 x 900 x 140 mm

Packout
Fillmenge

n.a.

Certificates
Zertifizierungen

CE
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